Can a wall covering offer deep texture, 
sparkling colors, total cleanability 
—and a wonderfully sensuous “soft” look? 


Yes— if it’s Vicrtex’ totally new concept 
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VICRTIQUE is an exceptionally practical covering for cracked 
walls or irregular surfaces, including well-aligned concrete block. 


Strength: Resists scuffs. Practically impossible to tear! On Elmendorf tear 
test, Vicrtique was too strong to read on the testing machine. 


Acoustical Properties: Tube tests on Vicrtique give an NRC of 0.20. 
(As a Surface for Vicracoustic panels, Vicrtique provides 
an unperforated yet sound absorbent finish) 


Thermal Insulating: Vicrtique material has a “K” factor of 0.23. This means that it 
is similar to 2 pounds per cubic foot of Styrofoam or 5 pounds 
per cubic foot of fiberglas at equal thickness. 


Cleanability: § Accumulated dirt such as shoe marks clean readily by using 
Vicrkleen or Fantastic. 


Easy Application: = Can be installed in conventional manner or by pasting the wall 
first, then applying and double cutting. 


Class A Fire Rating: Flame Spread—15 
Fuel Contributed —0O 
Smoke Developed—55 


Thickness: Between 40 to 50 mils, depending upon pattern. 
Tensile Strength: — 150 pounds x 130 pounds (W x F). 
Tear Strength: 100+ x 100+ (Elmendorf W x F). 


Poromeric Material: — Since Vicrtique is a poromeric material, the problems 
of moisture blisters and mildew are avoided. 


impact and Repair: If the wall material becomes punctured by a cart, etc., 
the hole cannot be increased in size by deliberately 
tearing across the web. The damaged area will not 
propagate such as you have with woven fabrics. The 
puncture can be re-adhered to the wall by applying 
adhesive such as Elmer's Glue. 
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CHAMBORD SESAME 9509 


Soft to the eye, soft to the touch! New 
Vicrtique combines deep texture with 
superb new patterns, textures and colorings 
to create a totally new design concept 

in wallcoverings. 


ORLAINE 


MONTMARTE 9609 


Vicrtique, backed with non-woven fabric, 
duplicates all the beauty and durability of 
heavyweight wallcoverings, yet weighs 


only: 


4 ounces per square yard—non-woven 


fabric backing 


11 ounces per square yard— 


vinyl coating 


It's true! All the decorative impact and 
strength of heavyweight wallcoverings 
—now in an easy-to-work, finest quality 


wallcovering! 
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SHAWNEE TAN 9561 


CAJUN 


IBIS SCARLET 9590 


From the maker of Vicrtex and Vicracoustic 


the new soft look 


vicrtique 


Coated wallcoverings 
backed with non-woven fabric 


Exclusive collection of four handsome patterns to give the exciting 
new “soft” look and feel to designer walls. 


Plus! All the strength, surface dimension and beauty of heavyweight 
wallcoverings in an easy-to-work, finest quality wallcovering series. 
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